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FORK 
LENGTH

PALLET  
LENGTH

PALLET WIDTH

30 (762) 32 (813) 36 (914) 40 (1016) 42 (1067) 44 (1118) 48 (1220)

in (mm) in (mm) in (mm) in (mm) in (mm) in (mm) in (mm) in (mm) in (mm)
8HBC40

84 (2134)2, 7 2 x 48 (2 x 1220) 142.8 (3627) 142.6 (3622) 142.3 (3614) 142.0 (3607) 141.8 (3602) 141.6 (3597) 141.3 (3589)
93 (2362)3, 7 2 x 48 (2 x 1220) 152.5 (3874) 152.4 (3871) 152.2 (3866) 151.9 (3858) 151.8 (3856) 151.7 (3853) 151.4 (3846)
96 (2438)4, 7 2 x 48 (2 x 1220) 155.7 (3955) 155.6 (3952) 155.4 (3947) 155.1 (3940) 155.0 (3937) 154.9 (3934) 154.7 (3929)
103 (2616)5-7 2 x 48 (2 x 1220) 155.7 (3955) 155.6 (3952) 155.4 (3947) 155.1 (3940) 155.0 (3937) 154.9 (3934) 154.7 (3929)

RIGHT-ANGLE STACKING AISLE REQUIREMENTS

FORK 
LENGTH

PALLET  
LENGTH

PALLET WIDTH

30 (762) 32 (813) 36 (914) 40 (1016) 42 (1067) 44 (1118) 48 (1220)

in (mm) in (mm) in (mm) in (mm) in (mm) in (mm) in (mm) in (mm) in (mm)
8HBC30

36 (914)1 36 (914) 79.8 (2027) 79.8 (2027) 79.8 (2027) 79.8 (2027) 79.8 (2027) 79.8 (2027) 79.8 (2027)
42 (1067)1 42 (1067) 85.8 (2179) 85.8 (2179) 85.8 (2179) 85.8 (2179) 85.8 (2179) 85.8 (2179) 85.8 (2179)
48 (1220)1 48 (1220) 98.8 (2510) 98.8 (2510) 98.8 (2510) 98.8 (2510) 98.8 (2510) 98.8 (2510) 98.8 (2510)
60 (1524)1 60 (1524) 110.8 (2814) 110.8 (2814) 110.8 (2814) 110.8 (2814) 110.8 (2814) 110.8 (2814) 110.8 (2814)

84 (2134)2, 7 2 x 48 (2 x 1220) 142.8 (3627) 142.6 (3622) 142.3 (3614) 142.0 (3607) 141.8 (3602) 141.6 (3597) 141.3 (3589)
93 (2362)3, 7 2 x 48 (2 x 1220) 152.5 (3874) 152.4 (3871) 152.2 (3866) 151.9 (3858) 151.8 (3856) 151.7 (3853) 151.4 (3846)
96 (2438)4, 7 2 x 48 (2 x 1220) 155.7 (3955) 155.6 (3952) 155.4 (3947) 155.1 (3940) 155.0 (3937) 154.9 (3934) 154.7 (3929)
103 (2616)5-7 2 x 48 (2 x 1220) 155.7 (3955) 155.6 (3952) 155.4 (3947) 155.1 (3940) 155.0 (3937) 154.9 (3934) 154.7 (3929)

1	 Polyurethane Torsion Block Stabilizing Casters are standard.
2	 For two 48" x 40" pallets entered on the 40" face, with a total of 12" of pallet overhanging the forks.
3	 For two 48" x 40" pallets entered on the 40" face, with a total of 3" of pallet overhanging the forks.
4	 For two 48" x 40" pallets entered on the 40" face.
5	 For two 48" x 40" pallets entered on the 40" face, with a total of 7" of load overhang.
6	 These forks have a 7" longer wheelbase to allow for load overhang & proper load wheel drop.
7	 Heavy-Duty Spring-Loaded Casters are standard.

Minimum Aisle Width for Right-Angle Stacking
Includes 4" (102 mm) clearance on each side of load.
Add a minimum of 12" (305 mm) for easy maneuvering.
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►  Toyota leads in quality, durability, reliability and value, thanks 
to advanced technology and the world-renowned Toyota 
Production System.

►  With the broadest and most complete set of material-
handling solutions in the industry, Toyota Dealers specialize 
in meeting all of your needs — from a single forklift to an 
entire fl eet.

►  Toyota’s industry-leading network of dealers backs every 
forklift with proven product support. Resources include 
factory-trained service technicians, Toyota Genuine Parts, 
and fl exible leasing and fi nancing packages through Toyota 
Commercial Finance.

►  Toyota forklifts have ranked No. 1 in safety and quality 
since 2002, according to studies conducted by Peerless 
Research Group.

For more information, including full specs, see your 
Toyota Dealer or ToyotaForklift.com.

COUNT ON THE LEADER

Some product features described herein are optional. Please consult your dealer for specifi cations. 
Details of specifi cations and equipment are based on information available at time of printing and 
may change without notice.


